e 24-28 kW hermetic models
® 24 kW chimney models

* 93 % efficiency

e 3 star (% % %) efficiency (92/42 CEE)

® OPF production

* Fan modulation

e Integrated interface with the PCB

* CH flow - return temperature control

e LCD display

e Full flame modulation

* Plate type heat exchanger resistive
to scale formation

* RF room thermostat (optional)

e CE certificate is available

Smart Heating System

Due to smart heating system
flame modulation can be achieved
through NTC sensors according to
the needs of the heating space.

This provides high efficiency

and fuel saving

7 Coils Heat
Exchanger System

High efficiency achieved by increased
heating surface of 7 coils heat
exchangers. 3 star efficiency
obtained according to directive of
92 /42/CEE which assurances high

efficiency both in maximum and also

in minimum load
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OPF Production
Technology

Each WHB is produced by a
single operator through
the whole production line. This technology
ensures close follow up and therefore

higher quality

e Digital Display and
Control Panel
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Through digital display it is

eco possible to follow up water

temperature, pressure and

@ error codes
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* 24-30 kW hermetic models

* 24-28 kW chimney models

* 93 % efficiency

e 3 star (% % %) efficiency (92/42 CEE)

e Electronic ignition and full modulation
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* Fan modulation

e LCD display

* Control system with micro processor
* Adaptable to room thermostat

* Pump anti-blockage system

e Frost protection

e Self adaptation system

e CE certificate is available

Fan Modulation

High efficiency and silent operation

Self Adaptation System

According hermetic flue, length and working conditions,

fan automatically adapts for safe operation

Multifunctional LCD

Instant capacity usage is shown on LCD
One touch and ECO models
Fault finding system

Standard Digital Programmable Timer

Programmable for each time interval on every day of the week




Technical Features

Heat input (max) kw 253 29,1

Heat output (min) kw 9,2 11,3

Gas inlet pressure (NG) /min 20 20

Power supply input 220-240V-50 Hz 220-240V-50 Hz

Level of protection IPX4D IPX4D

Max. heating temperature 87 87

Domestic water supply output at 30°C 10,7 12,7

Expansion vessel pre-charge pressure 1 1

Gross weight kg 33 355

Heat input kw 25,3 32,5 23.7 27.2

Minimum heat output kw 7,7 87 77 87

Temperature setting range

Maximum working pressure

Flow rate I/m 11,1 14,5 11,3 13

Net weight °C 34 36 34 36
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